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HATCH INDICATONS SHOWN AS GUIDE ONL; HATCHING SCALESMAY NED TO BE MODIED DEPENDING REFER TOTHE MATERALLEGEND FOR ABBREVIATIONS RELATED TO FINISHESNOT HERELISTED IT IS THE GENERAL CONTRACTOR'S RESPONSIBILITY TO ENSURE THAT ALL SUBCONTRACTORS ARE AWARE OF THESE NOTES
re—rr—rr—r g mﬁﬂumnm KB KNEEBRACE
:m:m:m: EXISTING PARTITION INTERIOR ELEVATION MARK ﬁc mmzmom ﬁv t&\QRTO:SEYEr
== [ || e STEEL T ABOERIE L LINEAS 1. PHASE ALL DEMOLITION & CONSTRUCTION TO BE SEQUENCED & COORDINATED TO INSURE THAT 7 SEVERE NOISE PRODUCING WORK WILL NOT BE ALLOWED DURING NORMAL WORKING HOURS AND 1-2B-G-001  COVER - PHASE 2B
T T ALV ALVINM THE BUILDING OWNER'S OPERATIONS ARE CONTINUOUSLY MAINTAINED. : 2B-GI-
—| == X = ELEVATION NUMBER R ARCHTECTURAL vas NASONRY MUST BE SCHEDULED WITH THE VA PROJECT ENGINEER FOR OTHER TIMES. THIS INCLUDES JACK- 1-28-G1002 GENERAL INFORMATION AND INDEX
Y = SHEET NUMBER e AVERAGE M N 2. THESE PLANS REFLECT INFORMATION GATHERED FROM EXISTING CONDITIONS DRAWINGS & HAMMERING CONCRETE, SAW-CUTTING CONCRETE, REPETITIVE HAMMER DRILLING OF CONCRETE,
— B BOARD MOF MEDIUMDENSITY FIBERBOARD ARCHITECT'S FIELD VERIFICATION. CONTRACTOR SHALL VERIFY ACCURACY OF INFORMATION ETC.
SR DEMOLISHED PARTITION B BN VEH O R PRIOR TO COMMENCEMENT OF ANY DEMOLITION AND /OR CONSTRUCTION ACTIVITIES AND HAZARDOUS MATERIAL ABATEMENT
NON-CONTINUOUS - ; 1" CONCRETE BKo B OCNG M MANOLE REPORT ANY DISCREPANCIES TO COR. 38, THE VADOES NOT PROVIDE PHONES FOR THE CONTRACTOR'S USE. IT IS THE CONTRACTOR'S
WOOD BLOCKING ;- . BCD BOTTOM OF DECK MY VNI RESPONSIBILITY TO COVER THE COSTS OF THE INSTALLATION OF A TEMPORARY LAND LINE PHONE. 1-2B-HA-101  HAZARDOUS MATERIALS 3RD FLOOR MOLD ABATEMENT
. ‘ . A Ay e T ANEQLS 3. ITEMS TO BE DEMOLISHED, REMOVED, OR RELOCATED ARE SHOWN DASHED. EXISTING ITEMS THE CONTRACTOR SHALL CONTACT THE PHONE COMPANY TO HAVE THIS PHONE INSTALLED. 1-2B-HA-102  HAZARDOUS MATERIALS 4TH FLOOR LEAD AND MOLD ABATEMENT
MO MASONRY GPENNG TO REMAIN SHALL BE PROTECTED DURING CONSTRUCTION BY CONTRACTOR. PATCH & REPAIR
\EW PARTITION EXTERIOR ELEVATION MARK . o D NOUNTED ALL RESULTING SURFACES TO REMAIN. 39.  ALLELECTRICAL CIRCUITRY TO BE CONCEALED UNLESS OTHERWISE SPECIFIED INCLUDING IN LIFE SAFETY
) ® OB . - 4. COORDINATE AL WORK BETWEEN TRADES AS REQUIRED TO INSURE TIMELY & PROPER MASONRY WALLS. CIRCUITING FOR ELECTRIC DOOR HOLD OPENS IN MASONRY WALLS SHALL BE LIFE SAFETY
CONTINUOUS ASPHALT X = ELEVATION NUMBER CONCRETE, CONTRACT SURFACE RACEWAY.
CONTINUOUS ¥  SHEET NUMBER o CoRNERGLID NGl oL INSTALLATION OF ALL BUILDING SYSTEMS. 1-2B-LS101  4TH FLOOR LIFE SAFETY COMPOSITE PLAN - PHASE 2B
/L a. CENTERLNE o NCNTR 40.  DRAWINGS ARE DIAGRAMMATIC AND SHOW ONLY THE GENERAL ARRANGEMENT OF EACH SYSTEM. 1-2B-L5-102  LIFE SAFETY ACCESSIBILITY AND UL GUIDELINES
EXISTING DOOR W CONCRETEMASONRYUNT oF OUTSDEFACE 5. ACCESS TO EMPLOYEE ENTRY AND EXIT DOORS MUST BE MAINTAINED THROUGHOUT BECAUSE OF SMALL SCALE OF DRAWINGS IT IS NOT POSSIBLE TO SHOW OR INDICATE ALL
@ COUUWN NG FENNC CONSTRUCTION. PROVIDE ALL VA REQUIRED BARRIERS AND SIGNAGE AT THE LIMITS OF THE BRANCHES, OFFSETS, FITTINGS, BOXES, AND ACCESSORIES WHICH MAY BE REQUIRED.
NS cgETON CONSTRUCTION SITE CONTRACTOR MUST CAREFULLY INVESTIGATE STRUCTURAL AND FINISH CONDITIONS AFFECTING STRUCTURAL
WOOD (FINISHED) SAND aoNT QOIS L - P LEBOARD ALL WORK, FURNISHING SUCH FITTINGS, TRAPS, VALVES, BOXES, ACCESSORIES, ETC., AS MAY BE 128-5:001  STRUCTURAL FRAMING NOTES, SYMBOLS, ABBREVATIONS AND TYPICAL DETAILS
* QOMMNCATIONSP ALy i 6.  PROVIDE FULLY SEALED DUST PARTITIONS AS REQUIRED AT ALL LOCATIONS WHERE REQUIRED. 1285101 STRUGTURAL 5TH. 6TH & 7TH & ROOF FRAMING PLANS
DEMOLISHED DOOR SECTION MARK cs GCONSTRUCTIONJONT PLBG PLUVBING CONSTRUCTION MEETS THE EXISTING BUILDING IN ORDER TO MAINTAIN A CLEAN DUST-FREE ’
s N iy il ENVIRONMENT INSIDE THE BUILDING. 41. LOCATIONS OF NEW EQUIPMENT, PIPING, AND ASSOCIATED ITEMS SHOWN ON THE DRAWINGS ARE 1-28-5-501  STRUCTURAL FRAMING SECTIONS & DETAILS
X = SECTION NUMBER cr CERAMICTLE PREF PREFINISHED SCHEMATIC ONLY. THE CONTRACTOR SHALL FIELD VERIFY EXACT LOCATION AND ELEVATION FOR
P {| Y = SHEET NUMBER PROP PROPERTY 7. ALL GYPSUM BOARD USED IN THIS PROJECT SHALL BE TYPE "X ALL WORK, INCLUDING CONNECTIONS TO EXISTING WORK. ALL OFFSETS, FITTINGS, TRANSITIONS,
7@l @lw;@lw COMPACTED GRAN. FILL SRECAST NEW DOOR ~ DEvo DEVOLTION P PANTED EXTENSIONS, ETC., REQUIRED FOR A COMPLETE AND FUNCTIONAL SYSTEM SHALL BE PROVIDED ARCHITECTURAL
' W/ DOOR NUMBER = DA DAVETER PN PARTTION 8. CONTRACTORS SHALL VISIT THE SITE TO FAMILARIZE THEMSELVES WITH THE EXISTING AT NO ADDITIONAL COST. o, _
i@ vdb vd = o DIENSON PD PLYwooD CONDITIONS AND INCLUDE THE WORK NECESSARY TO COMPLY WITH THE SCOPE OF THE WORK. 1-28-AD-100 PARTIAL 3RD FLOOR DEMOLITION COMPOSITE PLAN - PHASE 28
DR DOR R RSERORRADLS ADDITIONAL COMPENSATION WILL NOT BE CONSIDERED FOR EXTRA WORK WHEN SUCH WORK 42, ALLEXISTING DUCTWORK, ELECTRICAL OR MECHANICAL PIPING, CABLE TRAYS, ETC., IS NOT 1-2B-AD-101  4TH FLOOR DEMOLITION COMPOSITE PLAN - PHASE 2B
o oy rB RUBBERBASE COULD HAVE BEEN REASONABLY ASCERTAINED FROM THE PRE BID SITE VISIT REVIEW OF THE NECESSARILY SHOWN ON THE DRAWINGS. PRIOR TO ANY DEMOLITION AND CONSTRUCTION WORK, 1-2B-AD-101A  PARTIAL 4TH FLOOR DEMOLITION PLAN - PHASE 2B
DG DRAWNG R ROOFDRAN EXISTING CONDITIONS AND THE WORK SCOPE DESCRIBED IN THE DOCUMENTS. THE CONTRACTOR SHALL FIELD VERIFY THE EXACT LOCATION OF ALL EXISTING EQUIPMENT, 1-2B-AD-102  PARTIAL 5TH FLOOR DEMOLITION PLAN - PHASE 2B
% BATT INSULATION R16ID INSULATION PARTITION TYPE — DETAIL MARK = " o RENF RENFORCED DUCTWORK, PIPING, ETC. AND REPORT ANY DISCREPANCIES TO THE COR. 1-2B-AD-103  PARTIAL 6TH FLOOR / ROOF DEMOLITION PLAN - PHASE 2B
REQD REQURED
E) EXPANSIONJONT 9 COORDINATION OF ALL WORK AS DESCRIBED ON THE DOCUMENTS IS THE GENERAL DRAD. .
X = DETAIL NUMBER . HECT  AECRCA REG RALNG CONTRACTOR'S RESPONSIBILITY. 43, IF THERE IS ANY WORK TO BE DONE ON EXISTING ROOFS, SUCH AS ROOF PENETRATIONS OR 1-28-AD-104  PARTIAL 7TH FLOOR /ROOF DEMOLITION PLAN - PHASE 28
Y ¥ = SHEET NUMBER = N PANEL R ROOM STANDS, OR ANYTHING THAT DAMAGES THE INTEGRITY OF THE ROOF, THIS WORK MUST BE DONE 1-2B-A-000  PARTIAL 4TH FLOOR - CONSTRUCTION SEQUENCING
=, EQUAL ROUGHOPENING 10. PERFORM WORK IN ACCORDANCE WITH ALL APPLICABLE CODES, REGULATIONS, AND BY A CONTRACTOR LICENSED BY THE ROOFING MEMBRANE MANUFACTURER. HE/SHE MUST BE 1-2B-A-100 PARTIAL 3RD FLOOR PLAN - PHASE 2B
ROOMNAME & NUMBER |y - s SOUDCORE ORDINANCES HAVING JURISDICTION APPROVED BY THE MEMBRANE MANUFACTURER SO AS TO NOT VOID OR INTERRUPT EXISTING 1-2B-A101  4THFLOOR COMPOSITE PLAN - PHASE 2B
GYPSUM WALL BOARD BLYWOOD B BIERCR sl o 11, IMMEDIATELY REPORT DISCREPANCIES BETWEEN CONTRACT DOCUMENTS AND FIELD SINGLE PLY MEMBRANE ROOF WARRANTIES. 1-2B-A102  PARTIAL 4TH FLOOR DIMENSION PLAN - PHASE 2B
(SMALL SCALE) N SHTH SHEATHING CONDITIONS, CONFIRM THE WORK IS BUILDABLE AS SHOWN. 1-2B-A-103A  PARTIAL 4TH FLOOR PLAN PHASE 2B - PACU
M LR 44, IF ASBESTOS INSULATION IS REMOVED ON THIS PROJECT ALL PIPING AND OTHER MECHANICAL 19BA1038  PARTIAL 4TH FLOOR PLAN PHASE 26 . SICU
o FABRCATED o SEETVETAL 12. ALL DIMENSIONS ARE FROM COLUMN CENTER LINE TO FACE OF PARTITION U.O.N. UNDER ITEMS THAT HAD THE ASBESTOS INSULATION REMOVED MUST BE RE-INSULATED WITH MATERIALS
WINDOW NUMBER () NORTH ARROW m FLOORDRAN SOF SOFFIT NO CIRCUMSTANCES SHALL ANY MEASUREMENT BE SCALED FROM THE DRAWINGS. ANY ACCORDING TO THE SPECIFICATIONS. 1-2B-A-104A — PARTIAL 4TH FLOOR REFLECTED CEILING PLAN PHASE 28 - PACU
PN FONDATON e NS MEASUREMENTS NOT GIVEN AN ACTUAL NUMBER DIMENSION SHOULD BE BROUGHT TO 1-28-A-1048  PARTIAL 4TH FLOOR REFLECTED CEILING PLAN PHASE 28 - SICU
BRICK ((ﬂ\';%UEMS‘(’:V:LLE)BOARD FF FINSHFLOOR s SOLDSURFACNGNATERAL THE ATTENTION OF THE ARCHITECTS BEFORE PROCEEDING 45 WHEN WORKING IN OCCUPIED AREAS OF THE MEDICAL CENTER THE CONTRACTOR CANNOT LEAVE 1-2B-A-104C  REFLECTED CEILING PLAN DETAILS - PHASE 2B
A PREHOME CABNET s STANDARD 13, ALLWOOD USED IN THIS PROJECT SHALL BE FIRE-RETARDANT TREATED TOOLS, EQUIPMENT, LADDERS, ETC, UNATTENDED WHERE THEY ARE ACGESSIBLE TO PATIENTS, 1-2B-A-105  PARTIAL 5TH FLOOR PLAN - PHASE 2B
ity Fe SL STEEL STAFF, VISITORS, ETC. CEILING TILES AND CEILING ACCESS PANELS MUST ALSO BE REPLACED 12BA106  PARTIALETH FLOOR/ ROF PLAN - PHASE 28
REVISION NUMBER A\ AR AOR SR, SRUICTRE 14, ALL NEW PARTITIONS, UNLESS OTHERWISE SHOWN, SHALL BE 20 GA. MTL STUDS WHEN UNATTENDED, FOR SAFETY REASONS. 12BA107  PARTIAL 7TH FLOOR / ROOF PLAN - PHASE 2B
AT FLOORTILE SW SLATWALL
FPG FREPROOFING svs SYSTEM 5 ﬁgﬁﬁ?gﬁg ﬁviﬁfsvéDgEﬁtﬁ\l%}gNG AS REQUIRED FOR MILLWORK & ITEMS ATTACHED OR 46.  WATER OR LIQUIDS MUST NOT BE ALLOWED TO COME INTO CONTACT WITH NEW OR EXISTING 1-2B-A-200 INTERIOR ELEVATIONS - PACU
i P RENFORCEDPANEL DRYWALL FROM CONSTRUCTION RELATED ACTIVITIES. REMOVE AND REPLACE ANY DRYWALL 1-2B-A201  INTERIOR ELEVATIONS - SICU
ALUMINUM FsK FLOORSINK T TREAD 16. ALL INSULATING MATERIALS WITHIN WALLS & IN UNCONCEALED SPACES SHALL HAVE A FLAME THAT HAS COME INTO CONTACT WITH WATER OR OTHER LIQUIDS. 1-2B-A-300 EXTERIOR ELEVATIONS AND DETAILS
KEYED NOTE Cx O NEW COLUMN LINE FT FEET L T CNRCRETE SPREAD INDEX OF NOT MORE THAN 25 AND A SMOKE-DEVELOPED INDEX OF NOT MORE THAN 450
Fw FRE TR o TEVPERED GLASSLITE 4 LIVE ELECTRICAL CIRCUITS ARE BURIED WITHIN THE CONCRETE FLOOR SLABS AND THERE IS NO 12B-AA00 - ENLARGED BATHROOM PLAN AND ELEVATIONS
FIWD FIRE TREATEDWOCD 17. ALL MATERIALS EXPOSED WITHIN PLENUMS ARE REQUIRED TO BE NON-COMBUSTIBLE OR SHALL 7. 2BA-
FAP FABRCWRAPPEDPANEL 55 TOPOF STEEL HAVE A FLAME SPREAD INDEX OF NOT MORE THAN 25 AND A SMOKE DEVELOPED INDEX OF NOT RECORD OF THE EXACT LOCATIONS. THE CONTRACTOR SHALL X-RAY THE FLOOR WHEREVER THE I2BAA01 - ENLARGED PLANS & DETALS
w TOPOFWALL MORE THAN 50 AS DETERMINED IN ACCORDANCE WITH ASTM E-84 CONTRACTOR PLANS ON DRILLING THROUGH THE CONCRETE FLOOR SLABS. IT WILL BE THE 1-28-A-402  ENLARGED SICU RECEPTION AXONS
3 GALE b “ CONTRACTOR'S RESPONSIBILITY TO IMMEDIATELY REPAIR ANY CIRCUIT THAT HAS BEEN CUT OR 1-2B-A-500  ARCHITECTURAL PARTITION AND DETAILS
CENTER LINE MARK Ct EXISTING COLUMN LI e GaLcE 18, PROJECT LIMIT LINES INDICATES THE AREA OF A MAJORITY OF THE PROJECT WORK. BUT DAMAGED 1 OBAET  CASEWORK DETALS
*® GRADE i IS ED SOME WORK WILL BE REQUIRED OUTSIDE OF THE PROJECT LIMITS. REFER TO DRAWINGS AND '
ar GROUT R Ry, THERWISENOTED SPECIFICATIONS FOR INFORMATION 1-2B-A-600  OPENING SCHEDULE - PHASE 2B
V8 VINYLBASE 19.  CONSTRUCTION MATERIALS AND INSTALLATION METHODS PROVIDED AND PERFORMED BY ALL BARRICADES AND SIGNAGE AT THE EXIT DOOR. THE CONTRACTOR MUST ALSO COVER OR
HC HOLLOWCORE \VCT VINYLCOMPOSITIONTILE
D HEPD VERT VERTICAL CONTRACTORS SHALL BE IN COMPLIANCE WITH VAMC FACILITY OPERATIONS, NFPA, ICRA, ILSM, REMOVE THE LIGHTED EXIT SIGN. 1-2B-A-602  PARTIAL 4TH FLOOR EQUIPMENT PLAN AND SCHEDULE - PHASE 2B
1.0.
CONTROL POINT ELEVATION DATUM X" AFF. oD HAFCEOND VF VERFYINFELD VA SPECIFICATIONS, AND AS FURTHER DESCRIBED IN THIS SCOPE.
HOAD HAFDVOOD w WO 49.  CONTRACTOR SHALL PROVIDE BOXES, CONDUIT, WIRE, AND RECONNECTIONS AS REQUIRED TO
HY HOLOWNETAL Wi wirH 20 PAINT ALL EXPOSED NEW AND EXISTING PIPING, CONDUIT, WIRE MOLD, ELECTRICAL PANELS, RECONNECT ANY AND ALL EXISTING LIGHT FIXTURES, RECEPTACLES, OR DEVICES REMAINING IN
R HADRAL wa WATERLOGET ACCESS PANELS, ETC., TO MATCH WALL FINISH UNLESS OTHERWISE NOTED. USE. REMOVAL OF ANY ELECTRICAL EQUIPMENT SHALL NOT AFFECT THE OPERATION OF MECHANICAL
EQUIPMENT TAG @ o OTATERHEATER W FQUIPMENT REMAINING IN USE 1-2B-M-001  MECHANICAL NOTES, ABBREVIATIONS & SYMBOLS
WF WIDE FLANGE -2B-IVI- s
F NSDEFACE o, O G 2l THE CONTRACTING OFFICER'S REPRESENTATIVE (COR) WILL PERF ORM FIELD VERIFICATION AS REQUIRED 50.  CONTINUITY OF ALL SERVICES TO AND FROM THE FACILITIES IN THE EXISTING BUILDING SHALL BE 12BM-101  MECHANICAL 4TH FLOOR DUCTWORK DEMOLITION & RENOVATION PLANS
r © o | DESIGNATE. F TENPORARY CONNECTIONS, ETC. ARE NECESSARY TO ASSURE THE CONTINUIY OF FBAHOZ - MECHANCAL 4THPLOOR PIPING DENOLITION § RENOVATION PLANS
g JONT 2. : :  ETC. 1-2B-M-103  MECHANICAL 4TH FLOOR DUCTWORK DEMOLITION & RENOVATION PLANS
EZ%IEYTYS ggggﬁ@NssWAhLDBgE%%giEISSL?I%/E(\:(TIS; (NTEGRATED PROJECT TEAW) INCLUDING: COR, VA SERVICE, THEY SHALL BE FURNISHED WITHOUT ADDITIONAL CHARGE TO THE V.A. AND SHALL BE 1-2B-M-104  MECHANICAL 4TH FLOOR PIPING DEMOLITION & RENOVATION PLANS
! ' REMOVED WHEN NO LONGER NECESSARY. oM
ANY INTEGRATED PROJECT TEAM MEMBER (IPT) INCLUDING BUT NOT LIMITED TO: CONTRACTORS / SUB F2BNADS - MEGAANICAL (ISOLATION EF) STH, 6TH AND 7TH FLOOR DEMOLITION & RENOVATION PLANS
B ONTRAGTORS, ARGHITEGTS ANDIOR ENGINEERSWHO ENTER THE PROJEGT BOUNDARY SHALL WEAR. 51 ALL EXISTING CONDUIT AND WIRING MADE ABANDONED BY THIS PROJECT OR FOUND TO BE 1-28-M-106  MECHANICAL 4TH FLOOR AIRFLOW BALANCE PLAN
’ , , ABANDONED DURING DEMOLITION SHALL BE REMOVED. 1-2B-M-301  MECHANICAL SECTIONS
ALL PROPER PERSONAL PROTECTIVE EQUIPMENT (PPE'S: CERTIFIED BY OSHA) AT ALL TIMES. SUCH PPE'S onatest  MEGUANICAL DETALLS
INCLUDE: HARD HATS, SAFETY GLASSES, PROPER SHOES, HIGH VISIBILITY SHIRTS, ETC. 52.  COORDINATE THE PROVISION AND INSTALLATION OF ALL CONTROL WIRING FOR MECHANICAL 1 9BM502  MEGHANIGAL FLOW AND SCHEMATICS AND DIAGRAMS
24, IF THE PROJECT AREA AND AREAS AFFECTED BY THE PROJECT INCLUDE EXISTING EQUIPMENT, EQUIPMENT WITH THE GENERAL CONTRACTOR AND MECHANICAL CONTRACTOR. {2BM-503  MECHANICAL CONTROL DIAGRAMS AND POINT LISTS
EgﬁfﬁﬁgﬁﬁggﬂED%S%ATDEE';'Q;S'DE/I,\%@EOTE% BT'EHFEEQAC%ER%%RC@'E%EES%h"EU/f,I fﬁgsTEECT THIS 53.  FOR SAFETY PURPOSES THE CONTRACTOR WILL NOT WORK ON ANY ELECTRICAL EQUIPMENT HOT. 1-2B-M-601 MECHANICAL SCHEDULES
’ ' oot ALL SHUTDOWNS WILL BE SCHEDULED IN ADVANCED WITH THE VA,
ITEMS/SURFACES TO THE ORIGINAL CONDITION FOUND AT THE START OF THE PROJECT PRIOR TO FINAL
INSPECTION. 54, CONTRACTOR SHALL BE RESPONSIBLE FOR ALL OPENINGS REQUIRED IN WALLS. ALL OPENINGS ELECTRICAL
SHALL BE REPAIRED TO MATCH EXISTING BY A QUALIFIED CONTRACTOR AT THE EXPENSE OF THIS ELECTRIGAL
25 PATCH ALL FINISHES WHERE DISTURBED BY THE WORK AND WHERE UNFINISHED SURFACES HAVE BEEN
EXPOSED BY DEMOLITION. PATCHING MUST MATCH ADJACENT MATERIALS, COLORS, AND FINISHES. CONTRACTOR. ALL CONDUITS IN'WALLS SHALL BE GROUTED OR SEALED INTO OPENINGS. 1-28-E:001  ELECTRICAL NOTES, SYMBOLS & ABBREVIATIONS
WALL SURFACES THAT ARE PATCHED SHALL HAVE THE FINISHES (PAINT, VINYL WALL COVERING, ETC.) ‘ . , 1-2B-E-101  ELECTRICAL 4TH FLOOR LIGHTING DEMOLITION & RENOVATION PLANS
55, CONTRACTOR SHALL COORDINATE ‘IN-WALL' & ‘OVERHEAD CEILING INSPECTIONS WITH VA
REPLACED FROM CORNER TO CORNER AND FLOOR TO CEILING. PROJECT ENGINEER PRIOR TO THE INSTALLATION OF FINISHES. IN-WALL INSPECTIONS REQUIRE 24 1;2518:25 Etggi:gﬁt f;: Etggi AP\S;’(YE& :YsgfsTTEg’JSDEg'%'LT'T?(;“N&&R:SS&/\/X'%NP;a'\“ss
2. UNLESS OTHERWISE INDICATED, FINISH ALL NEW FRAMES AND PARTITIONS TO MATCH SURROUNDING. HOUR NOTIFICATION. OVERHEAD CEILING INSPECTIONS REQUIRE 48 HOUR NOTIFICATION. g
NEW HOLLOW METAL DOORS SHALL BE PAINTED SAME COLOR AS FRAMES. EXISTING PARTITIONS CONTRACTOR TO SUPPLY A CART WITH A LOG SHEET AND FULL SET OF HARD COPY DRAWINGS 1-2B-E-104  ELECTRICAL BASEMENT AND 4TH FLOOR PLAN
RECEIVING NEW DOOR FRAMES THAT HAVE VINYL WALL COVERING (VWC) 'SH ALL HAVE THE VWG FOR ALL INSPECTIONS. LOG SHEET SHALL BE ITEMIZED BY TYPE OF INSPECTION AND BY ROOM. 1-2B-E-501 ELECTRICAL DETAILS
COMPLETELY REMOVED AND REPLACED WITH NEW VWC OF MATCHING TEXTURE AND COLOR. o NEER IOHES SHALL BE INSTALLED WITHOUTINSPECTION APPROVAL FROM PROJECT 12B-E:601  ELECTRICAL ONE-LINE DIAGRAMS
' 12B-E-602  ELECTRICAL ONE-LINE DIAGRAMS
27. CORRIDOR WALLS AND PLUMBING PARTITIONS SHALL BE CONSIDERED 1 HOUR FIRE / SMOKE RATED 1-2B-E-603 ELECTRICAL TEL/DATA RISER DIAGRAMS
WALLS AND NEW OR EXISTING PENETRATIONS MUST BE SEALED ACCORDINGLY WITH UL APPROVED FIRE 56.  FORANTICIPATED CONSTRUCTION SEQUENCE SEE DRAWING 1-28-A-000 FOR MORE INFORMATION. {9BEGM  ELEGTRICAL PANEL SCHEDULES
STOPPING MATERIAL THE SAME DAY THE PENETRATION IS MADE OR DISCOVERED. ALL FLOOR SLABS, 57.  ANY WORK THAT IS TO TAKE PLACE AFTER HOURS SHOULD BE RESTRICTED TO THE FOLLOWING 12B-E-605  ELECTRICAL PANEL SCHEDULES
S P E C | Fl C P R OJ E CT N OTE S VERTICAL SHAFTS AND STAIRWELLS SHALL BE CONSIDERED 2 HOUR FIRE / SMOKE RATED SEPARATIONS HOURS. 5:00PM- 700AM MLT. SAT & SUN. COORDINATE WITH G.O.R. THE VA MAY REQUIRE SUNDAY
THE PHASE 3 PORTION OF THIS PROJECT WiLL BE CONSTRUCTED SIMULTANEOUSLY WITHA— é)N(EE?RTé\IIiLVS/ELEEAéLIE Eﬁ%%%%?&%&&ég%gﬁ.’}lNER LISTED HEREIN. PENETRATIONS THROUGH THE WORK IN LIEU OF OTHER TIMES DUE TO CONFLICTS WITH HOSPITAL OPERATIONS ON SATURDAYS,
1. SEPARATE ADJACENT PROJECT, PHASE 2Bl. : EVENINGS, OR OUTDOOR WEATHER TEMPERATURES. SUNDAY WORK WILL BE AT NO ADDITIONAL
COST TO VA.
28.  IFEXISTING WALLS ARE TO BE USED AS DUST OR SMOKE BARRIERS SEPARATING THE CONSTRUCTION PLUMBING
BOTH OF THESE PROJECTS (PHASES 28 & 281) WILL OCCUPY SOME OF THE SAME PROJECT AREA. AREA FROM THE MEDICAL CENTER, THE CONTRACTOR IS RESPONSIBLE FOR SEALING ALL EXISTING
2. THE PROJECT LIMIT LINES IDENTIFIED ON THE DRAWINGS ARE JUST TO ESTABLISH GENERALLY PENETRATIONS IN THIS WALL. EXTENDING WALL TO CEILING SLAB AND ANY OTHER WORK TO ENSURE THE 58.  CONTRACTOR SHALL FIRESEAL ALL EXISTING FLOOR AND CEILING SLAB PENETRATIONS THAT ARE 1-2B-P-001  PLUMBING AND MED GAS NOTES, SYMBOLS AND ABBREVIATIONS
AREAS OF WORK FOR EACH CONTRACT. BUT EACH PHASE WILL HAVE TO ACCESS AND PERFORM ' NOT PROPERLY SEALED ON THE PROJECT SIDE. ASSUME ONE FLOOR AND ONE CEILING SLAB 1-2B-PL-101 PLUMBING 3RD FLOOR DEMOLITION & RENOVATION PLAN - WASTE & VENT
WORK IN BOTH PROJECT LIMITS WALL MEETS THE REQUIREMENTS IN THE GENERAL REQUIREMENTS SPECIFICATIONS FOR PENESTRATION TO BE FIRESEALED TO 2 HR RATING PER EVERY 100SF
' CONSTRUCTION BARRIERS. : 1-2B-PL-102  PLUMBING 4TH FLOOR DEMOLITION & RENOVATION PLAN - WASTE & VENT
1-2B-PL-201  PLUMBING 3RD FLOOR DEMOLITION & RENOVATION PLAN - DOMESTIC WATER
THE CONTRACTORS ON BOTH PROJECTS ARE EXPECTED TO COOPERATE WITH EACH OTHER IN A 59.  HOLES CUT INTO FLOOR OR CEILING SLABS THAT ARE NOT IMMEDIATELY FILLED BY PIPING,
3. CIVIL AND BUSINESSLIKE MANNER 29 WHENEVER EXISTING EQUIPMENT, PIPING, DUCTS, ETC., ARE REQUIRED TO BE REMOVED, SUCH REMOVAL CONDUIT OR DUCTWORK MUST BE IMMEDIATELY SEALED WITH A TEMPORARY SYSTEM PROVIDING 1-28-PL-202 PLUMBING 4TH FLOOR DEMOLITION & RENOVATION PLAN - DOMESTIC WATER
' ' SHALL INCLUDE ALL ANCHORS, HANGERS, FOUNDATIONS, ETC., UNLESS NOTED OTHERWISE. AFTER A 2HR FIRE REATED BARRIER 1-2B-PP-101  MEDICAL GAS 4TH FLOOR DEMOLITION & RENOVATION PLAN
THE CONTRACTOR MUST COORDINATE ALL WORK WITH THE VA COR AND WITH THE CONTRACTOR REMOVAL; FLOORS, WALLS, AND CEILINGS SHALL BE FINISHED TO MATCH ADJOINING SURFACES. '
4. ON THE OTHER PROJECT. ‘ 30.  UTILITY WORK THAT WILL REQUIRE A SHUTDOWN OF EXISTING SERVICE WILL BE DONE AT TIMES OTHER 0. HERE L Efﬁ é MghéDz/ET/?ﬁ OHEQ Y; Epﬂgg o NT%CB%NCSOTAFZEEETTIES EFORE PHAGE 5 BEGIS.
CEILING THAN NORMAL WORKING HOURS AT NO ADDITIONAL COST TO THE GOVERNMENT. WORK MUST BE RA ' -
5 ORINANARLA, THAT SERVES BOTHAREAS. o |- 1o CONTRACTOR ONASTSTE 8"MIN. - 127 MAX ‘ / REQUIRED PREFERRED SCHEDULED WITH THE COR THERE IS NO CONTRACTOR PARKING ON VA PROPERTY BOUNDED BY GRAND, ENRIGHT, SPRING FIRE PROTECTION
REULVIRED PREFERRED 1-2B-F001  FIRE PROTECTION NOTES, SYMBOLS AND ABBREVIATIONS
31 ALL NEW VERTICAL AND HORIZONTAL DUCTS, PIPES, CONDUITS, ETC., IN FINISHED ROOMS OR AREAS AND BELL. CONTRACTOR PARKING IS ALLOWED IN MARKED SPAGES IN THE VA LOT OPPOSITE THE
EACH CONTRACTOR SHALL BE RESPONSIBLE FOR COORDINATING THE LOCATIONS SUPPLIES, \ CUPS " THROUGHOUT BUILDING. NOT ENCASED IN MASONRY OR CONCRETE CONSTRUCTION. SHALL BE HOSPITAL AT THE CORNER OF GRAND BLVD. AND DELMAR AVE. CONTRACTOR MAY LOAD AND 1-2B-F-101 FIRE PROTECTION 4TH FLOOR DEMOLITION & RENOVATION PLAN
6. EQUIPMENT, TRASH, SUPPORT FACILITIES WITHIN THE OVERALL PROJECT LIMITS WITH EACH ‘ NOTE: y— ENCLOSED IN METAL STUDS AND DRYWALL CHASE WALLS AS DETAILED IN THE DRAWINGS AND FINISHED UNLOAD MATERIALS IN UNRESTRICTED AREAS ONLY, AND CANNOT LEAVE A VEHICLE UNATTENDED.
OTHER. Y. F.A. HORN/STROBE PREFERRED TOWELS TO MATCH THE ROOM FINISH.
y INSTALLATION IS AT CEILING — = — —— Eoooop FOR DOORS BEING REPLACED AND WALLS WITHIN A CONSTRUCTION AREA: CAREFULLY REMOVE
, , SWITCH IGNAGE, ROOM NUMBERS, ARTWORK, ETC., AND STORE IN A PROTECTIVE BOX FOR
. 08 CONTLCTOR el e FEonemEFon LG S e TR e : |
CONTRACTOR'S AREA ! 0 '—7 OPTIONAL LOCATION, FA. Xz FUNCTION, WILL BE DONE AT TIMES OTHER THAN NORMAL WORKING HOURS AT NO ADDITIONAL COST TO REPLAGED WITH NEW. VA INTERIOR DESIGNER AND COR SHALL IDENTIFY LOGATIONS FOR R
' / HORN/STROBE (WHEN OCCURS) S = 0 THE GOVERNMENT. WORK MUST BE SCHEDULED WITH THE VA PROJECT ENGINEER. REINSTALLATION. A03
/ S '
8. EACH CONTRACTOR IS RESPONSIBLE FOR THE REMOVAL OF THE DEBRIS AND DEMOLISHED ITEMS 2| OUTLETS | [
/ | SN ] OUTLETS | — 33, CONTRACTOR SHALL NOT INSTALL CONDUIT, PIPING, LIGHTING, OR OTHER OBSTRUCTIONS UNDER
(R AEROMORAD IKEA Y\ CER L DESGUTELOATONS M 1 ¢ R 5 91 Ko 0 o\ IO ERS DTSR O TE o
y / N SWITCHES, PANELS, ETC. AT THE JC MEDICAL CENTER SHALL COOPERATE AND PROPORTIONALLY SHARE THE COST OF THE
9. BOTH CONTRACTORS SHALL MEET, COORDINATE AND AGREE TO AN OVERALL PROJECT SCHEDULE y N e 34 BEFORE THE CONTRACTOR BEGINS WORK CONTRACTOR SHALL RECORD ANY EXISTING SYSTEM DUMPSTERS.
FOR BOTH PROJECTS. SUBMIT THIS SCHEDULE TO THE VA COR FOR REVIEW AND APROVAL. / © N THERMOSTAT FORWARD REACH INFORMATION SUCH AS TEMPERATURE, FLOW RATE, PRESSURE, CURRENT, VOLTAGE, OR ANY OTHER
L N T e e N e NGO N S o A TG R T TS TE ST 0 G, P RO CCOPED S O D, SR oot 4
’ : ’ N CONDITION. UNLESS NOTED OTHERWISE IT IS ASSUMED THAT ALL SYSTEMS (HVAC, ELECTRICAL, ' * A '
ARE REQUIRED TO BE JOINTLY ARRANGED AND COORDINATED WITH THE VA COR. THE VA DESIRES % | STAFF, VISITORS, ETC. CEILING TILES AND CEILING ACCESS PANELS MUST ALSO BE REPLACED
TO HAVE AS FEW UTILITY SHUTDOWNS AS POSSIBLE N ¢ PLUMBING, ETC.) ARE WORKING PROPERLY IN EVERY MANNER AT THE BEGINNING OF THE PROJECT. THE WHEN UNATTENDE, FOR SAFETY AND INFECTION PREVENTION REASONS
: ‘o REQUIRED PREFERRED CONTRACTOR'S RECORDED MEASUREMENTS MUST BE SUBMITTED TO THE PROJECT ENGINEER FOR ’ '
10. NEGATIVE AIR SHALL BE THE RESPONSIBILITY OF BOTH CONTRACTORS. EACH CONTRACTOR WILL \ ‘ EDGE OF DOOR FRAME CUPS REVIEW AND ACCEPTANCE BEFORE ANY DEMOLITION OR OTHER RELATED WORK CAN PROCEED.
BE REQUIRED TO CALCULATE THE VOLUME OF THEIR PHASE AND THE CUBIC FEET OF EXHAUST AIR 5 POWER/COMM RECEPTACLE 35.  THE CONTRACTOR WILL BE RESPONSIBLE FOR MAINTAINING ALL EXISTING ACCESS DOORS TO
THAT WILL BE REQUIRED TO MAINTAIN NEGATIVE PRESSURE OF 0.01” OF MERCURY. THEY SHALL . -~ . _ | VENDING _ CONSTRUGTION AREAS. EXISTING MECHANIGAL AND ELECTRICAL AREAS. ASSIGNED STORAGE AREAS
LIST THE CFM OF NEGATIVE AIR MACHINES THEY PLAN ON USING AND HOW MANY OF THESE T ™ TOWELS SWITCH  [==—=—=2 : ’ !
VACHINES ARE REQUIRED. ADDITIONAL NEGATIVE AIR MAGHINES WILL BE REQUIRED AS N | ¢ g i — F EQUIPMENT ACCESS AREAS, ETC. DOORS MUST BE RESTORED TO THE CONDITION ENCOUNTERED AT
: \ , BEGINNING OF PROJECT. THIS INCLUDES DOOR REPLACEMENT, HARDWARE REPLACEMENT, HARDWARE
PERFORMANCE DECREASES AS FILTERS BECOME LOADED. ALL CALCULATIONS SHALL BE PROVIDED . % REPAIR. DOOR REPARR. ETC
TO THE VA COR FOR APPROVAL. EACH CONTRACTOR SHALL PLACE TWO NANOMETERS EACH A\ . FLOOR % S N ! R
WHERE INSTRUCTED BY THE VA COR \ | / - AE 3. CONTRACTOR MUST PROVIDE HIS OWN EQUIPMENT FOR MOVING OF MATERIALS, EQUIPMENT AND
11. IF NEW UTILITIES ARE TO BE ROUTED IN SHARED AREAS OF CONSTRUCTION, BOTH CONTRACTORS i Y ﬂ:l Egﬁ?ﬁmgmsw:g\%ug ?N%ASESF(F)%E stHME%\(AcLA%I;g Egggawé\rlﬁ%ﬁ’sﬁégEETTéA%(gNFT%icmR MAY
SHALL INFORM EACH OTHER OF THE INTENDED LOCATIONS AS TO NOT INHIBIT THE INSTALLATION ¢ - - - - — NOT BORROW VA OWNED EQUIPMENT FOR THIS PURPOSE. CARTS OR GONDOLAS FOR REMOVING
OF THE OTHER CONTRACTORS WORK. RELOGATION OF UTILITIES DUE TO FAILURE TO NOTE: NSk DEMOLISHED MATERIALS MUST HAVE HARD LIDS AND BE SEALED WHEN MOVING THROUGH THE
JOINTLY COORDINATE WORK IN COMMON SPACES WILL BE PERFORMED AT NO COST TO THE PROJECT-STANDARD PLACEMENT HOSPITAL
OWNER. SWITCH, THERMOSTAT, HORN/STROBE SIDE REACH '
12.
THERE WILL BE WEEKLY CONSTRUCTION PROGRESS/SCHEDULING MEETINGS CONDUCTED BY THE
VA COR. ATTENDANCE IS MANDATORY FOR BOTH CONTRACTORS AT EVERY MEETING.
13, PHASE 2B - DETAIL - TYP. MOUNTING LOCATIONS PHASE 2B - CONTROL REACH LIMITATIONS
ANY DISPUTES, DISAGREEMENTS, ETC. THAT CANNOT BE SUCCESSFULLY RESOLVED BY BOTH 72" = 10" Ua = 10"
CONTRACTORS, WILL BE RESOLVED BY THE VA COR. = = B I D D O C U M E N T S
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